LAVATORY
SERVICE UNIT

Diesel

AS1900D
AS 3000D
AS 3500D

The lavatory service units are designed for aircraft toilet discharge/supplying water with high standards
of safety, reliability and hygiene. Built on a sturdy steel chassis, they are equipped with an open cab on
the left-hand side. The embossed finish stainless steel AISI 304 water tank with a @ 500 manhole and a
2"ball valve for complete dumping and load capacity ranges from 650 up to 1200 liters, while the waste
tank ranges are from 1250 up to 2300 liters with hydraulically operated 4" dumping valve.

Onthe front right of the frame there is a platform which can be fixed or with a lift system with a
maximum lifting height from 1800 mm up to 3000 mm, the platform can be equipped with anti-collision
sensors (ultrasonic and/or antennas). The engines available are PERKINS, YANMAR, ISUZU, KOHLER,
DEUTZ, are positioned on the left-hand side of the frame. Hydrostatic transmission; hydraulic power
steering and brake booster. The water transfer system consists of a bronze pump with a flow rate of
100 L/min, and 4-metre long hose with standard aircraft coupling; screen in the platform for working
monitoring include a digital liter counter with automatic reset after every operation, predetermination
of water quantity to deliver with automatic stop, presettable transfer pressure, automatic backflow.

Onrequest, the vehicle can be equipped with a side channel vacuum pump with overflow valve and an
automatic system for washing the waste tank with an hydraulically operated drain valve.

() B £y ZARMEC




LAVATORY
SERVICE
UNIT

Diesel

AS1900D &) ®) i
AS 3000D E F G 0
AS 3500D

Bl
aY
$E
O
@

“0
e !

A B B1 C D E E G H | J K Mass
AS 1900D 5280 2490 2100 2180 1800 1550 2700 1020 650 1800/3000 1250 Lt 650 Lt 2800Kg
AS 3000D 5280 2490 2100 2180 1800 1550 2700 1020 650 1800/3000 2000Lt 1000Lt  3000Kg
AS 3500D 5798 2490 2100 2180 1800 1550 3260 1020 650 1800/3000 2300 It 1200 Lt 3100 Kg

Dimensions expressed in mm

OTHER Closed cab
OPTIONAL  « Cabinheater
* Air conditioning
* Webasto heater
* Vacuum pumpAutomatic waste tank washing
¢ Hydraulic lifting platform 1800/3000 mm
* Anti-collision sensors on the platform (ultrasonic or antenna)
* Parking sensors
* Rearvideo camera
* Housing sensors for couplings
* Hosereel
» Customization upon client's request
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